&) BURNETT

ILLMAN ORES male x ORFS male 45° Bulkhead

Nov-21

HYDRAULIC ADAPTOR UK MANUFACTURER WITH LOCKNUT 0933 IMP
All dimensions are imperial unless stated.
B2

T1 T2 B1 B2 L1 L2 LL1 LL2 AJF A/F1
9375-04CWLN | 11/16 | 11/16 | 0.264 | 0.264 | 0.41 1.34 0.74 1.91 0.75 1
9375-06CWLN | 13/16 | 13/16 | 0.378 | 0.378 | 0.47 1.44 0.8 2.01 0.75 | 1.125
9375-08CWLN 1 1 0.484 | 0.484 | 0.55 1.6 0.92 2.23 | 1.062 | 1.312
9375-10CWLN 1-3/16 | 1-3/16 | 0.609 0.609 0.59 1.64 1.02 2.39 1.188 15
9375-12CWLN | 1-7/16 | 1-7/16 | 0.811 | 0.811 | 0.61 1.66 1.18 257 | 1.438 | 1.75
9375-16CWLN 9/16 9/16 | 0.172 | 0.165 | 0.35 1.04 0.85 1.38 | 0.562 | 0.687

DESIGN DETAILS AND SPECIFICATIONS SUBJECT TO CHANGE WITHOUT PRIOR NOTICE - Whilst every effort has been made to ensure the accuracy of the information

supplied herein, Burnett & Hillman cannot be held responsible for any errors or omissions (E&OE)
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&) BURNETT

ILLMAN ORES male x ORFS male 45° Bulkhead

Nov-21

HYDRAULIC ADAPTOR UK MANUFACTURER WITH LOCKNUT 0933 METRIC
A/F dimensions are imperial unless stated.
B2

T1 T2 B1 B2 L1 L2 LL1 LL2 AJF A/F1
9375-04CWLN | 11/16 | 11/16 | 6.71 6.71 | 1041 | 34.04 | 188 | 4851 | 0.75 1
9375-06CWLN | 13/16 | 13/16 9.6 9.6 11.94 | 36.58 | 20.32 | 51.05 | 0.75 | 1.125
9375-08CWLN 1 1 12.29 | 12.29 | 13.97 | 40.64 | 23.37 | 56.64 | 1.062 | 1.312
9375-10CWLN | 1-3/16 | 1-3/16 | 15.47 | 15.47 | 14.99 | 41.66 | 25.91 | 60.71 | 1.188 1.5
9375-12CWLN | 1-7/16 | 1-7/16 | 20.6 20.6 | 15.49 | 42.16 | 29.97 | 65.28 | 1.438 | 1.75
9375-16CWLN 9/16 9/16 4.37 4.19 8.890 | 26.42 | 2159 | 35.05 | 0.562 | 0.687

DESIGN DETAILS AND SPECIFICATIONS SUBJECT TO CHANGE WITHOUT PRIOR NOTICE - Whilst every effort has been made to ensure the accuracy of the information
supplied herein, Burnett & Hillman cannot be held responsible for any errors or omissions (E&OE)
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